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Motor Family P01-23x160 LinMot®

P01-23x160/70x70 64
P01-23x160/40x100 66
P01-23x160/0x140 68
P01-23x160/70x210 70
P01-23x160/130x270 72
P01-23x160/200x340 74
P01-23x160/260x400 76
P01-23x160/360x500 78
P01-23x160/540x680 80
P01-23x160/630x770 82
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P01-23x160/70x70

Max. Stroke:  70mm %0 \
Peak Force: 49N 40 !
Z 30 |
? |pm=maemda=gaaa

2 20 \
10 }
0 ‘

Max. Stroke 70

SS Stroke 70
= B L |
Qj Is=200 :
5 \
-~ |

- ~ zP=40

242 | 257+

75

Standard Winding:
E1100, 72VDC &
E1001, 72VDC

— — — E100, 48VDC

Fast Winding:
E1100, 72VDC &
E1001, 72VDC
E100, 48VDC

Dimensions in mm
*Cable Type

Motor Specification

Standard Winding
P0O1- 23x160/70x70-R

Connector Type
Fast Winding
23x160F/70x70-R

Standard Winding
23x160/70x70-D100
23x160/70x70-R20

Cable Type
Fast Winding

23x160F/70x70-R20

Extended Stroke ES mm (in) 70 (2.76) 70 (2.76) 70 (2.76) 70 (2.76)
Standard Stroke SS mm (in) 70 (2.76) 70 (2.76) 70 (2.76) 70 (2.76)
Peak Force E1100/E1001 N (Ibf) 35 (7.9) 49 (10.9) 35 (7.9) 49 (10.9)
Peak Force E100 N (Ibf) 23 (5.3) 24 (5.5) 23 (5.3) 24 (5.5)
Cont. Force N (Ibf) 9 (2.1) 9 (2.1) 9 (2.1) 9 (2.1)
Cont. Force Fan cooling N (Ibf) 18 (4.0) 18 (4.0) 18 (4.0) 18 (4.0)
Border Force % 100 100 100 100

Force Constant N/A (IbflA) 12.4 (2.79) 8.1 (1.82) 12.4 (2.79) 8.1 (1.82)
Max. Current @ 72vbc A 2.8 6.0 2.8 6.0

Max. Current @ 48vDC A 1.9 4.3 1.9 4.3

Max. Velocity @ 72vbc m/s (in/s) 5.3 (210) 8.2 (322) 5.3 (210) 8.2 (322)
Max. Velocity @ 48vbc m/s (in/s) 3.6 (140) 5.5 (215) 3.6 (140) 5.5 (215)
Phase Resist. 25/80 °C Ohm 20.6/24.9 9.0/10.9 20.6/24.9 9.0/10.9

Phase Inductance mH 2.7 1.2 2.7 1.2

Thermal Resistance °KIW 3.9 3.8 3.9 3.8

Thermal Time Const. sec 1900 1800 1900 1800

Stator Diameter mm (in) 23 (0.91) 23 (0.91) 23 (0.91) 23 (0.91)
Stator Length mm (in) 242 (9.53) 242 (9.53) 257 (10.12) 257 (10.12)
Stator Mass g (Ib) 450 (0.99) 450 (0.99) 450 (0.99) 450 (0.99)
Slider Diameter mm (in) 12 (0.47) 12 (0.47) 12 (0.47) 12 (0.47)
Slider Length mm (in) 200 (7.87) 200 (7.87) 200 (7.87) 200 (7.87)
Slider Mass g (Ib) 112 (0.25) 112 (0.25) 112 (0.25) 112 (0.25)
Position Repeatability mm (in) +0.05 (+0.0020) +0.05 (+0.0020) +0.05 (+0.0020) +0.05 (+0.0020)
Linearity % +0.55 +0.55 +0.55 +0.55
Repeatability with EPS ~ mm (in) +0.01 (+0.0004) +0.01 (+0.0004) +0.01 (+0.0004) +0.01 (+0.0004)
Linearity with EPS mm (in) +0.01 (+0.0004) +0.01 (+0.0004) +0.01 (+0.0004) +0.01 (+0.0004)

Position-Time Diagram

\
P01-23x160/70x70
150 |~ Standard Winding
%)
£, 100 —
()
E
=
50 ——
0
0 20 40 60
Stroke [mm]
64

150 I

P01-23x160F/70x70

Fast Winding
3.0 kg w 100 3.0 kg
2.0kg £ 2.0kg
1.0kg g 1.0kg
0.0 kg F 5g 0.0 kg

Moving Slider 0 Moving Slider
0 20 40 60
Stroke [mm)]
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Connector Type

242 A-A B-B
A 200.50 21.60
- $20.5
‘ $23 +0.15
i 5 (N e
= \ < @12
N
B 0 T 10
9 ™ A\ | n
| } © 8 -
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- e e e ——— i L0 N
i :
—
Al B
—>| —H
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/70x70-R --> PS01-23x160-R 0150-1234 & PL01-12x200/100 0150-1305
P01-23x160F/70x70-R --> PS01-23x160F-R 0150-1235 & PLO01-12x200/100 0150-1305
Cable Type
B-B Cc-C
$23 +0.15
A 21.50 10
o
. - 0 ©
N~ N
N
Al '
—
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/70x70-D100 --> PS01-23x160-D100 0150-1202 & PL01-12x200/100 0150-1305
P01-23x160/70x70-R20 --> PS01-23x160-R20 0150-1242 & PLO01-12x200/100 0150-1305
P01-23x160F/70x70-R20 --> PS01-23x160F-R20 0150-1243 & PLO01-12x200/100 0150-1305
Slider
200
10
6.10
e B
N
—
M5 x 15 6 1.10 M5 x 15
Standard Type Slider Standard PL01-12x200/100 0150-1305
Special Sliders Heavy Duty Slider with WC/C-Coating PL02-12x200/100 0150-1308
Hollow Slider hole diameter 4.2mm PL01-12x200/100-L on request
Connectors Accessoires
Motor Connector Wiring 0 0 BE]
O e
x N
o4 . Standard Cable p. 508 Floati
H H 8 i I/ joatin
Cable Length: » o I f,l'fuenrﬁng Mounting Flange p. 518 37‘;3&, Bearing
P01-23x160... 1.0m f}: :': : Kit p. 522 p. 524 p. 522
P01-23x160.-R20 02m S8 § t%_u.:‘Eﬁp:"
High Flex Cable p. 508
Ph 1+ red 1 1 Seall
Ph 1- pink 2 6 Mounting Flange p. 518 Wiper
Ph 2+ blue 3 2 p. 524
Ph 2- grey 4 7 Robotic Cable p. 508
+5VDC white A 3 i i
G.ND inner Shield B 8 Fan p. 521
Sine yellow C 4
Cosine green D 9 o
Servo Drive:
Temp. black E 5 Optional Linear Encoder p. 526 E100, E1001, E1100, B1100 p. 315
Shield outer Shield Case Case
s?tj)ijtciezrt‘t%)schange WWW . Ll n MOt. CO m 65



P01-23x160/40x100

Max. Stroke: ~ 100mm 60 : Standard Windi
. andar inding:
Peak Force: 65N 50l L \ . E1100, 72VDC &
_ 1 E1001, 72VDC
Z 40 \ — — — E100, 48VDC
(]
o ===l===
E 30 L = = | S s Fast Winding:
20 E1100, 72VDC &
‘ E1001, 72VDC
10 i E100, 48VDC
0 |
Max. Stroke 100
SS Stroke 40
= | 1
Qj [5=230 3
5 i
-~ |
- »{ 35 ‘
- > ZP=55
B 242 | 257* N : > 75 - 105 Dimensions in mm

*Cable Type

Motor Specification

Connector Type

Standard Winding
P0O1- 23x160/40x100-R

Fast Winding
23x160F/40x100-R

Extended Stroke ES mm (in) 100 (3.94) 100
Standard Stroke SS mm (in) 40 (1.57) 40
Peak Force E1100/E1001 N (Ibf) 47 (10.6) 65
Peak Force E100 N (Ibf) 31 (7.0) 32
Cont. Force N (Ibf) 12 (2.8) 12
Cont. Force Fan cooling N (Ibf) 24 (5.3) 24
Border Force % 75 75
Force Constant N/A (Ibf/A) 16.6 (3.72) 10.8
Max. Current @ 72vbc A 2.8 6.0
Max. Current @ 48vDC A 1.9 4.3
Max. Velocity @ 72vbc m/s (in/s) 4.0 (157) 6.1
Max. Velocity @ 48vbc m/s (in/s) 2.7 (105) 4.1
Phase Resist. 25/80 °C  Ohm 20.6/24.9 9.0/10.9
Phase Inductance mH 2.7 1.2
Thermal Resistance °KIW 3.9 3.8
Thermal Time Const. sec 1900 1800
Stator Diameter mm (in) 23 (0.91) 23
Stator Length mm (in) 242 (9.53) 242
Stator Mass g (Ib) 450 (0.99) 450
Slider Diameter mm (in) 12 (0.47) 12
Slider Length mm (in) 230 (9.06) 230
Slider Mass g (Ib) 137 (0.30) 137
Position Repeatability mm (in) +0.05 (+0.0020) +0.05
Linearity % +0.45 +0.45
Repeatability with EPS ~ mm (in) +0.01 (+0.0004) +0.01
Linearity with EPS mm (in) +0.01 (+0.0004) +0.01

Cable Type

Standard Winding
23x160/40x100-D100
23x160/40x100-R20

Fast Winding

23x160F/40x100-R20

(3.94) 100 (3.94) 100 (3.94)
(1.57) 40 (1.57) 40 (1.57)
(14.6) 47 (10.6) 65 (14.6)
(7.3) 31 (7.0) 32 (7.3)
(2.8) 12 (2.8) 12 (2.8)
(5.3) 24 (5.3) 24 (5.3)
75 75
(2.43) 16.6 (3.72) 10.8 (2.43)
2.8 6.0
1.9 4.3
(241) 4.0 (157) 6.1 (241)
(161) 2.7 (105) 4.1 (161)
20.6/24.9 9.0/10.9
2.7 1.2
3.9 3.8
1900 1800
(0.91) 23 (0.91) 23 (0.91)
(9.53) 257 (10.12) 257 (10.12)
(0.99) 450 (0.99) 450 (0.99)
(0.47) 12 (0.47) 12 (0.47)
(9.06) 230 (9.06) 230 (9.06)
(0.30) 137 (0.30) 137 (0.30)
(0.0020) +0.05 (+0.0020) +0.05 (+0.0020)
+0.45 +0.45
(0.0004) +0.01 (+0.0004) +0.01 (+0.0004)
(0.0004) +0.01 (£0.0004) +0.01 (£0.0004)

Position-Time Diagram

250 I I \ \
P01-23x160/40x100 P01-23x160F/40x100
| Standard Winding 150 — Fast Winding
200
@ 450 3.0 kg ) 3.0 kg
E 2.0 kg E. 100 — 2.0 kg
3] ()
€ 100 1.0kg = 1.0kg
= 0.0 kg = 0.0 kg
50
50
0 Moving Slider 0 Moving Slider
0 20 40 60 80 100 0 20 40 60 80 100
Stroke [mm] Stroke [mm)]
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Connector Type

242 A-A B-B
A 200.50 21.60
- ¢20.5
‘ $23 +0.15
i 5 (N e
s | 3 12
B o] T 10
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—
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—>| —H
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/40x100-R --> PS01-23x160-R 0150-1234 & PL01-12x230/130 0150-1306
P01-23x160F/40x100-R --> PS01-23x160F-R 0150-1235 & PLO01-12x230/130 0150-1306
Cable Type
B-B Cc-C
$23 +0.15
A 21.50 10
o
. - 0 ©
N~ N
N
Al '
—
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/40x100-D100 --> PS01-23x160-D100 0150-1202 & PL01-12x230/130 0150-1306
P01-23x160/40x100-R20 --> PS01-23x160-R20 0150-1242 & PLO01-12x230/130 0150-1306
P01-23x160F/40x100-R20 --> PS01-23x160F-R20 0150-1243 & PLO01-12x230/130 0150-1306
Slider
230
10
6.10
e B
N
—
M5 x 15 6 1.10 M5 x 15
Standard Type Slider Standard PL01-12x230/130 0150-1306
Special Sliders Heavy Duty Slider with WC/C-Coating PL02-12x230/130 0150-1309
Hollow Slider hole diameter 4.2mm PL01-12x230/130-L on request

Connectors

Motor Connector Wiring

o
% &
Cable Length: © o
P01-23x160... 1om &9
P01-23x160...-R20 0.2m § §
Ph 1+ red 1
Ph 1- pink 2
Ph 2+ blue 3
Ph 2- grey 4
+5VDC white A
GND inner Shield B
Sine yellow C
Cosine green D
Temp. black E
Shield outer Shield Case

Edition 16
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Accessoires

=

Standard Cable p. 508

) Seal/ Floating
Mounting Flange p. 518 Wiper Bearing
p. 524 p. 522

L —

: Slider
5] Mounting
~N .@( "
i Kit p. 522
o
o
High Flex Cable p. 508
1
6
2
7 )
3 Robotic Cable p. 508
8 Fan p. 521
4
9
5 Optional Linear Encoder p. 526
Case

www.LinMot.com

Seal/
Wiper
p. 524

Mounting Flange p. 518

Servo Drive:
E100, E1001, E1100, B1100 p. 315




P01-23x160/0x140 LinMot®

Max. Stroke: 140mm 80 1 standard Windi
. andar inding:
Peak Force: 86N | E1100, 72VDC &
60 A E1001, 72VDC
Z \ — — — E100, 48VDC
Q
o \
E 40 _ =" S s Fast Winding:
L= = = s E1100, 72VDC &
20 ‘ E1001, 72VDC
\ E100, 48VDC
0 ‘
Max. Stroke 140
SS Stroke 0
= O L |
Qj Is=270 :
5 |
-~ |
> - zP=75
242 257* Dimensions in mm
~ - > 145 *Cable Type
Motor Specification
Connector Type Cable Type
Standard Winding Fast Winding Standard Winding Fast Winding
PO1- 23x160/0x140-R 23x160F/0x140-R 23x160/0x140-D100
23x160/0x140-R20 23x160F/0x140-R20
Extended Stroke ES mm (in) 140 (5.51) 140 (5.51) 140 (5.51) 140 (5.51)
Standard Stroke SS mm (in) 0 (0.00) 0 (0.00) 0 (0.00) 0 (0.00)
Peak Force E1100/E1001 N (Ibf) 63 (14.1) 86 (19.4) 63 (14.1) 86 (19.4)
Peak Force E100 N (Ibf) 42 (9.4) 43 (9.7) 42 (9.4) 43 (9.7)
Cont. Force N (Ibf) 17 (3.7) 17 (3.7) 17 (3.7) 17 (3.7)
Cont. Force Fan cooling N (Ibf) 31 (7.1) 32 (7.1) 31 (7.1) 32 (7.1)
Border Force % 56 56 56 56
Force Constant N/A (IbflA) 22.1 (4.96) 14.4 (3.24) 22.1 (4.96) 14.4 (3.24)
Max. Current @ 72vbc A 2.8 6.0 2.8 6.0
Max. Current @ 48vDC A 1.9 4.3 1.9 4.3
Max. Velocity @ 72vbc m/s (in/s) 3.0 (118) 4.6 (181) 3.0 (118) 4.6 (181)
Max. Velocity @ 48vbc m/s (in/s) 2.0 (79) 3.1 (121) 2.0 (79) 3.1 (121)
Phase Resist. 25/80 °C Ohm 20.6/24.9 9.0/10.9 20.6/24.9 9.0/10.9
Phase Inductance mH 2.7 1.2 2.7 1.2
Thermal Resistance °KIW 3.9 3.8 3.9 3.8
Thermal Time Const. sec 1900 1800 1900 1800
Stator Diameter mm (in) 23 (0.91) 23 (0.91) 23 (0.91) 23 (0.91)
Stator Length mm (in) 242 (9.53) 242 (9.53) 257 (10.12) 257 (10.12)
Stator Mass g (Ib) 450 (0.99) 450 (0.99) 450 (0.99) 450 (0.99)
Slider Diameter mm (in) 12 (0.47) 12 (0.47) 12 (0.47) 12 (0.47)
Slider Length mm (in) 270 (10.63) 270 (10.63) 270 (10.63) 270 (10.63)
Slider Mass g (Ib) 171 (0.38) 171 (0.38) 171 (0.38) 171 (0.38)
Position Repeatability mm (in) +0.05 (+0.0020) +0.05 (+0.0020) +0.05 (+0.0020) +0.05 (+0.0020)
Linearity % +0.35 +0.35 +0.35 +0.35
Repeatability with EPS ~ mm (in) +0.01 (+0.0004) +0.01 (+0.0004) +0.01 (+0.0004) +0.01 (+0.0004)
Linearity with EPS mm (in) +0.01 (+0.0004) +0.01 (+0.0004) +0.01 (+0.0004) +0.01 (+0.0004)
Position-Time Diagram
250 I 250 I
P01-23x160/0x140 P01-23x160F/0x140
200 Standard Winding | | 200 - Fast Winding
2 150 ] 30kg 7 45 3.0kg
£ 2.0 kg = 2.0 kg
2 1.0 kg 2 1.0 kg
IS £
£ 100 00kg g 100 0.0 kg
50 50 —
0 Moving Slider 0 Moving Slider
0 50 100 0 50 100
Stroke [mm] Stroke [mm)]
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Connector Type

242 A-A B-B
A 200.50 21.60
- $20.5
‘ $23 +0.15
i 5 (N e
= \ < @12
N
B 0 T 10
9 ™ A\ | n
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—
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—>| —H
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/0x140-R --> PS01-23x160-R 0150-1234 & PL01-12x270/170 0150-1307
P01-23x160F/0x140-R --> PS01-23x160F-R 0150-1235 & PLO01-12x270/170 0150-1307
Cable Type
B-B Cc-C
$23 +0.15
A 21.50 10
o
. - 0 ©
N~ N
N
Al '
—
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/0x140-D100 --> PS01-23x160-D100 0150-1202 & PL01-12x270/170 0150-1307
P01-23x160/0x140-R20 --> PS01-23x160-R20 0150-1242 & PLO01-12x270/170 0150-1307
P01-23x160F/0x140-R20 --> PS01-23x160F-R20 0150-1243 & PLO01-12x270/170 0150-1307
Slider
270
10
6.10
e B
N
—
M5 x 15 6 1.10 M5 x 15
Standard Type Slider Standard PL01-12x270/170 0150-1307
Special Sliders Heavy Duty Slider with WC/C-Coating PL02-12x270/170 0150-1310
Hollow Slider hole diameter 4.2mm PL01-12x270/170-L 0150-1393
Connectors Accessoires
Motor Connector Wiring 0 0 BE]
O e
x N
o4 . Standard Cable p. 508 Floati
H H 8 i I/ joatin
Cable Length: » o I f,l'fuenrﬁng Mounting Flange p. 518 37‘;3&, Bearing
P01-23x160... 1.0m f}: :': : Kit p. 522 p. 524 p. 522
P01-23x160.-R20 02m S8 § t%_u.:‘Eﬁp:"
High Flex Cable p. 508
Ph 1+ red 1 1 Seall
Ph 1- pink 2 6 Mounting Flange p. 518 Wiper
Ph 2+ blue 3 2 p. 524
Ph 2- grey 4 7 Robotic Cable p. 508
+5VDC white A 3 i i
G.ND inner Shield B 8 Fan p. 521
Sine yellow C 4
Cosine green D 9 o
Servo Drive:
Temp. black E 5 Optional Linear Encoder p. 526 E100, E1001, E1100, B1100 p. 315
Shield outer Shield Case Case
s?tj)ijtciezrt‘t%)schange WWW . Ll n MOt. CO m 69



P01-23x160/70x210 LinMot®

Max. Stroke: 210mm 80 I standard Windi
. andar inding:
Peak Force: 86N \ E1100, 72VDC &
— 60 3 S E1001, 72VDC
z / | \ — — — E100, 48VDC
3 E==l===
E 40—~ P | ~ N Fast Winding:
P RN E1100, 72VDC &
20 ‘ E1001, 72VDC
\ E100, 48VDC
0 ‘
Max. Stroke 210
SS Stroke 70
= =, |
B 1s=290 t ‘
45 i
-~ |
< 25 |
<~ 7P=60
242/ 257* ~ - 95 Dimensions in mm
- > > 165 *Cable Type
Motor Specification
Connector Type Cable Type
Standard Winding Fast Winding Standard Winding Fast Winding
PO1- 23x160/70x210-R 23x160F/70x210-R 23x160/70x210-D100
23x160/70x210-R20 23x160F/70x210-R20
Extended Stroke ES mm (in) 210 (8.27) 210 (8.27) 210 (8.27) 210 (8.27)
Standard Stroke SS mm (in) 70 (2.76) 70 (2.76) 70 (2.76) 70 (2.76)
Peak Force E1100/E1001 N (Ibf) 63 (14.1) 86 (19.4) 63 (14.1) 86 (19.4)
Peak Force E100 N (Ibf) 42 (9.4) 43 (9.7) 42 (9.4) 43 (9.7)
Cont. Force N (Ibf) 17 (3.7) 17 (3.7) 17 (3.7) 17 (3.7)
Cont. Force Fan cooling N (Ibf) 31 (7.1) 32 (7.1) 31 (7.1) 32 (7.1)
Border Force % 56 56 56 56
Force Constant N/A (IbflA) 22.1 (4.96) 14.4 (3.24) 22.1 (4.96) 14.4 (3.24)
Max. Current @ 72vbc A 2.8 6.0 2.8 6.0
Max. Current @ 48vDC A 1.9 4.3 1.9 4.3
Max. Velocity @ 72vbc m/s (in/s) 3.0 (118) 4.6 (181) 3.0 (118) 4.6 (181)
Max. Velocity @ 48vbc m/s (in/s) 2.0 (79) 3.1 (121) 2.0 (79) 3.1 (121)
Phase Resist. 25/80 °C Ohm 20.6/24.9 9.0/10.9 20.6/24.9 9.0/10.9
Phase Inductance mH 2.7 1.2 2.7 1.2
Thermal Resistance °KIW 3.9 3.8 3.9 3.8
Thermal Time Const. sec 1900 1800 1900 1800
Stator Diameter mm (in) 23 (0.91) 23 (0.91) 23 (0.91) 23 (0.91)
Stator Length mm (in) 242 (9.53) 242 (9.53) 257 (10.12) 257 (10.12)
Stator Mass g (Ib) 450 (0.99) 450 (0.99) 450 (0.99) 450 (0.99)
Slider Diameter mm (in) 12 (0.47) 12 (0.47) 12 (0.47) 12 (0.47)
Slider Length mm (in) 290 (11.42) 290 (11.42) 290 (11.42) 290 (11.42)
Slider Mass g (Ib) 220 (0.49) 220 (0.49) 220 (0.49) 220 (0.49)
Position Repeatability mm (in) +0.05 (+0.0020) +0.05 (+0.0020) +0.05 (+0.0020) +0.05 (+0.0020)
Linearity % +0.30 +0.30 +0.30 +0.30
Repeatability with EPS ~ mm (in) +0.01 (+0.0004) +0.01 (+0.0004) +0.01 (+0.0004) +0.01 (+0.0004)
Linearity with EPS mm (in) +0.01 (+0.0004) +0.01 (+0.0004) +0.01 (+0.0004) +0.01 (+0.0004)
Position-Time Diagram
300 I I 250 I I
P01-23x160/70x210 P01-23x160F/70x210
250 [~ Standard Winding 200 |- Fast Winding
— 200 —
E 3.0kg g 150 3.0kg
= 150 2.0 kg = 2.0 kg
g 1.0 kg g 100 1.0 kg
50 = 50
0 Moving Slider 0 Moving Slider
0 50 100 150 200 0 50 100 150 200
Stroke [mm] Stroke [mm)]
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Connector Type

242 A-A B-B
A 200.50 21.60
- $20.5
‘ $23 +0.15
i 5 (N e
= \ < @12
N
B 0 T 10
2 —> X | n
| } © 8 L
o [{o
- e e e ——— i L0 N
i :
—
Al B
—>| —H
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/70x210-R --> PS01-23x160-R 0150-1234 & PL01-12x290/240 0150-1320
P01-23x160F/70x210-R --> PS01-23x160F-R 0150-1235 & PLO01-12x290/240 0150-1320
Cable Type
B-B Cc-C
$23 +0.15
A 21.50 10
o
. - 0 ©
N~ N
N
Al '
—
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/70x210-D100 --> PS01-23x160-D100 0150-1202 & PL01-12x290/240 0150-1320
P01-23x160/70x210-R20 --> PS01-23x160-R20 0150-1242 & PLO01-12x290/240 0150-1320
P01-23x160F/70x210-R20 --> PS01-23x160F-R20 0150-1243 & PLO01-12x290/240 0150-1320
Slider
290
10
6.10
e B
N
—
M5 x 15 1.10 M5 x 15
Standard Type Slider Standard PL01-12x290/240 0150-1320
Special Sliders Heavy Duty Slider with WC/C-Coating PL02-12x290/240 0150-1321
Hollow Slider hole diameter 4.2mm PL01-12x290/240-L 0150-1363
Connectors Accessoires
Motor Connector Wiring BE]
O
S z j I
o4 . Standard Cable p. 508 Floati
8 3 5 i oatini
Cable Length: » o I f,l'fuenrﬁng Mounting Flange p. 518 323!, Bearing
P01-23x160... 1.0m f}: :': : Kit p. 522 p. 524 p. 522
P01-23x160.-R20 02m S8 § t%_u.:‘Eﬁp:"
High Flex Cable p. 508
Ph 1+ red 1 1
Ph 1- pink 2 6 Mounting Flange p. 518
Ph 2+ blue 3 2 ( )
Ph 2- grey 4 7 Robotic Cable p. 508
+5VDC white A 3 i i '
GND inner Shield B 8 Fan p. 521 Linear H-Guide p. 479
Sine yellow C 4
Cosine green D 9 o
Servo Drive:
Temp. black E 5 Optional Linear Encoder p. 526 E100, E1001, E1100, B1100 p. 315
Shield outer Shield Case Case
s?tj)ijtciezrt‘t%)schange WWW. Ll n MOt. CO m 71




P01-23x160/130x270

Max. Stroke:  270mm 80 I
Peak Force: 86N |
— 60 : N
Z |
8 / | \
b 40 P e
i d P | S N
" ‘ ~
20
|
0 ‘
Max. Stroke 270
SS Stroke 130
|
= N :
7 1s=350 E :
45 i
-~ |
<> 25 |
-~ > 7P=90
242 | 257* - »| 155
[ > > 225

Standard Winding:
E1100, 72VDC &
E1001, 72VDC

— — — E100, 48VDC

Fast Winding:
E1100, 72VDC &
E1001, 72VDC
E100, 48VDC

Dimensions in mm
*Cable Type

Motor Specification

Extended Stroke ES
Standard Stroke SS

Peak Force E1100/E1001

Peak Force E100

Cont. Force

Cont. Force Fan coolin
Border Force

Force Constant

Max. Current @ 72vbc
Max. Current @ 48vbc
Max. Velocity @ 72vbc
Max. Velocity @ 48vbc

Phase Resist. 25/80 °C Ohm

Phase Inductance
Thermal Resistance
Thermal Time Const.
Stator Diameter
Stator Length

Stator Mass

Slider Diameter
Slider Length

Slider Mass

Position Repeatability
Linearity
Repeatability with EPS
Linearity with EPS

Standard Winding
P0O1- 23x160/130x270-R

mm (in) 270
mm (in) 130
N (Ibf) 63
N (Ibf) 42
N (Ibf) 17

g N (Ibf) 31
% 56
N/A (Ibf/A) 22.1
A 2.8
A 1.9
m/s (in/s) 3.0
m/s (in/s) 2.0
20.6/24.9

mH 2.7
°KIW 3.9
sec 1900
mm (in) 23
mm (in) 242
g (Ib) 450
mm (in) 12
mm (in) 350
g (Ib) 271
mm (in) +0.05
% +0.25
mm (in) +0.01
mm (in) +0.01

Connector Type
Fast Winding
23x160F/130x270-R

Cable Type

Standard Winding
23x160/130x270-D100
23x160/130x270-R20

(10.63) 270 (10.63) 270 (10.63)
(5.12) 130 (5.12) 130 (5.12)
(14.1) 86 (19.4) 63 (14.1)
(9.4) 43 (9.7) 42 (9.4)
(3.7) 17 (3.7) 17 (3.7)
(7.1) 32 (7.1) 31 (7.1)
56 56
(4.96) 14.4 (3.24) 22.1 (4.96)
6.0 2.8
43 1.9
(118) 46 (181) 3.0 (118)
(79) 3.1 (121) 2.0 (79)
9.0/10.9 20.6/24.9
1.2 2.7
3.8 3.9
1800 1900
(0.91) 23 (0.91) 23 (0.91)
(9.53) 242 (9.53) 257 (10.12)
(0.99) 450 (0.99) 450 (0.99)
(0.47) 12 (0.47) 12 (0.47)
(13.78) 350 (13.78) 350 (13.78)
(0.60) 271 (0.60) 271 (0.60)
(+0.0020) +0.05 (+0.0020) +0.05 (+0.0020)
+0.25 +0.25
(0.0004) +0.01 (+0.0004) +0.01 (+0.0004)
(0.0004) +0.01 (+0.0004) +0.01 (+0.0004)

Fast Winding

23x160F/130x270-R20
270 (10.63)
130 (5.12)
86 (19.4)
43 (9.7)
17 (3.7)
32 (7.1)
56
14.4
6.0
4.3
4.6
3.1
9.0/10.9
1.2
3.8
1800
23
257
450
12
350
271
+0.05
+0.25
+0.01
+0.01

(3.24)

(181)
(121)

(0.91)
(10.12)
(0.99)
(0.47)
(13.78)
(0.60)
(+0.0020)

(0.0004)
(+0.0004)

Position-Time Diagram

350 T T T 300 T T T
P01-23x160/130x270 P01-23x160F/130x270

300 [~ standard Winding 250 [~ Fast Winding

250
) 3.0 kg & 200 3.0 kg
% 200 “+— 2.0kg % 150 2.0 kg
E 150 (1) -8 Eg £ (1) .8 Eg

100 100

50 50 ==
0 Moving Slider 0 Moving Slider
0 50 100 150 200 250 0 50 100 150 200 250
Stroke [mm] Stroke [mm)]
72 www.LinMot.com Sy
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Connector Type

242 A-A B-B
A 200.50 21.60
- $20.5
‘ $23 +0.15
i 5 (N e
= \ < @12
N
B 0 T 10
2 —> X | n
| } © 8 L
o [{o
- e e e ——— i L0 N
i :
—
Al B
—>| —H
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/130x270-R --> PS01-23x160-R 0150-1234 & PL01-12x350/300 0150-1322
P01-23x160F/130x270-R --> PS01-23x160F-R 0150-1235 & PL01-12x350/300 0150-1322
Cable Type
B-B Cc-C
$23 +0.15
A 21.50 10
o
. - 0 ©
N~ N
N
Al '
—
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/130x270-D100 --> PS01-23x160-D100 0150-1202 & PL01-12x350/300 0150-1322
P01-23x160/130x270-R20 --> PS01-23x160-R20 0150-1242 & PL01-12x350/300 0150-1322
P01-23x160F/130x270-R20 --> PS01-23x160F-R20 0150-1243 & PL01-12x350/300 0150-1322
Slider
350
10
6.10
e B
N
—
M5 x 15 6 1.10 M5 x 15
Standard Type Slider Standard PL01-12x350/300 0150-1322
Special Sliders Heavy Duty Slider with WC/C-Coating PL02-12x350/300 0150-1323
Hollow Slider hole diameter 4.2mm PL01-12x350/300-L 0150-1479
Connectors Accessoires
Motor Connector Wiring BE]
O
S z j I
o4 . Standard Cable p. 508 Floati
8 3 5 i oatini
Cable Length: » o I f,l'fuenrﬁng Mounting Flange p. 518 323!, Bearing
P01-23x160... 1.0m f}: :': : Kit p. 522 p. 524 p. 522
P01-23x160.-R20 02m S8 § t%_u.:‘Eﬁp:"
High Flex Cable p. 508
Ph 1+ red 1 1 Seall
Ph 1- pink 2 6 Mounting Flange p. 518 Wiper
Ph 2+ blue 3 2 p. 524
Ph 2- grey 4 7 Robotic Cable p. 508
+5VDC white A 3 i i
G.ND inner Shield B 8 Fan p. 521
Sine yellow C 4
Cosine green D 9 o
Servo Drive:
Temp. black E 5 Optional Linear Encoder p. 526 E100, E1001, E1100, B1100 p. 315
Shield outer Shield Case Case
s?tj)ijtciezrt‘t%)schange WWW. Ll n MOt. CO m 73



P01-23x160/200x340

Max. Stroke:  340mm 80 I
Peak Force: 86N |
— 60 : N
Z |
8 / | \
b 40 P e
i d P | S N
" ‘ ~
20
|
0 ‘
Max. Stroke 340
SS Stroke 200
|
= N :
7 1s=420 E :
45 i
-~ |
<> 25 |
-~ > 7P=125
242 | 257* - =l 225
[ > > 295

Standard Winding:
E1100, 72VDC &
E1001, 72VDC

— — — E100, 48VDC

Fast Winding:
E1100, 72VDC &
E1001, 72VDC
E100, 48VDC

Dimensions in mm
*Cable Type

Motor Specification

Connector Type

Extended Stroke ES
Standard Stroke SS

Peak Force E1100/E1001

Peak Force E100

Cont. Force

Cont. Force Fan coolin
Border Force

Force Constant

Max. Current @ 72vbc
Max. Current @ 48vbc
Max. Velocity @ 72vbc
Max. Velocity @ 48vbc

Phase Resist. 25/80 °C Ohm

Phase Inductance
Thermal Resistance
Thermal Time Const.
Stator Diameter
Stator Length

Stator Mass

Slider Diameter
Slider Length

Slider Mass

Position Repeatability
Linearity
Repeatability with EPS
Linearity with EPS

g

Standard Winding
P0O1- 23x160/200x340-R

mm (in) 340
mm (in) 200
N (Ibf) 63
N (Ibf) 42
N (Ibf) 17
N (Ibf) 31
% 56
N/A (Ibf/A) 22.1
A 2.8
A 1.9
m/s (in/s) 3.0
m/s (in/s) 2.0
20.6/24.9

mH 2.7
°KIW 3.9
sec 1900
mm (in) 23
mm (in) 242
g (Ib) 450
mm (in) 12
mm (in) 420
g (Ib) 330
mm (in) +0.05
% +0.25
mm (in) +0.01
mm (in) +0.01

Fast Winding
23x160F/200x340-R

(13.39) 340
(7.87) 200
(14.1) 86
(9.4) 43
(3.7) 17
(7.1) 32
56

(4.96) 14.4
6.0

43

(118) 46
(79) 3.1
9.0/10.9

1.2

3.8

1800

(0.91) 23
(9.53) 242
(0.99) 450
(0.47) 12
(16.54) 420
(0.73) 330
(+0.0020) +0.05
+0.25

(0.0004) +0.01
(0.0004) +0.01

(13.39)
(7.87)
(19.4)
9.7)
(3.7)
(7.1)

(3.24)

(181)
(121)

(0.91)
(9.53)
(0.99)
(0.47)
(16.54)
(0.73)
(0.0020)

(+0.0004)
(+0.0004)

Cable Type

Standard Winding

23x160/200x340-D100
23x160/200x340-R20
340 (13.39)

200 (7.87)

63 (14.1)

42 (9.4)

17 (3.7)

31 (7.1)
56
221
2.8
1.9
3.0
2.0
20.6/24.9
2.7
3.9
1900
23
257
450
12
420
330
+0.05
+0.25
+0.01
+0.01

(4.96)

(118)
(79)

(0.91)
(10.12)
(0.99)
(0.47)
(16.54)
(0.73)
(+0.0020)

(+£0.0004)
(+0.0004)

Fast Winding

23x160F/200x340-R20
340 (13.39)
200 (7.87)
86 (19.4)
43 (9.7)
17 (3.7)
32 (7.1)
56
14.4
6.0
4.3
4.6
3.1
9.0/10.9
1.2
3.8
1800
23
257
450
12
420
330
+0.05
+0.25
+0.01
+0.01

(3.24)

(181)
(121)

(0.91)
(10.12)
(0.99)
(0.47)
(16.54)
(0.73)
(+0.0020)

(0.0004)
(+0.0004)

Position-Time Diagram

400 I
P01-23x160/200x340
Standard Winding
300
g‘ 3.0kg
£ 2.0 kg
g 200 1.0 kg
[ 0.0 kg
100 o
0 Moving Slider
0 100 200 300
Stroke [mm]
74

Time [ms]

350 I
P01-23x160F/200x340
300 I~ Fast Winding
250
3.0 kg
200 2.0kg
150 1.0kg
0.0 kg
100
50
0 Moving Slider
0 100 200 300
Stroke [mm)]

www.LinMot.com
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Connector Type

242 A-A B-B
A 200.50 21.60
- $20.5
‘ $23 +0.15
i 5 (N e
s | 3 12
B 0 T 10
2 —> X | n
| } © 8 -
o [{o
- e e e ——— i L0 N
i :
—
Al B
—>| —H
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/200x340-R --> PS01-23x160-R 0150-1234 & PL01-12x420/370 0150-1324
P01-23x160F/200x340-R --> PS01-23x160F-R 0150-1235 & PLO01-12x420/370 0150-1324
Cable Type
B-B Cc-C
$23 +0.15
A 21.50 10
o
. - 0 ©
N~ N
N
Al '
—
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/200x340-D100 --> PS01-23x160-D100 0150-1202 & PL01-12x420/370 0150-1324
P01-23x160/200x340-R20 --> PS01-23x160-R20 0150-1242 & PLO01-12x420/370 0150-1324
P01-23x160F/200x340-R20 --> PS01-23x160F-R20 0150-1243 & PLO01-12x420/370 0150-1324
Slider
420
10
6.10
e B
N
—
M5 x 15 1.10 M5 x 15
Standard Type Slider Standard PL01-12x420/370 0150-1324
Special Sliders Heavy Duty Slider with WC/C-Coating PL02-12x420/370 0150-1325
Hollow Slider hole diameter 4.2mm PL01-12x420/370-L 0150-1394
Connectors Accessoires
Motor Connector Wiring BE]
O
S z j I
o4 . Standard Cable p. 508 Floati
8 3 H i I/ oatini
Cable Length: » o I f,l'fuenrﬁng Mounting Flange p. 518 37‘;3&, Bearing
P01-23x160... 1.0m f}: :': : Kit p. 522 p. 524 p. 522
P01-23x160.-R20 02m S8 § t%_u.:‘Eﬁp:"
High Flex Cable p. 508
Ph 1+ red 1 1
Ph 1- pink 2 6 Mounting Flange p. 518
Ph 2+ blue 3 2 ( )
Ph 2- grey 4 7 Robotic Cable p. 508
+5VDC white A 3 i i '
GND inner Shield B 8 Fan p. 521 Linear H-Guide p. 479
Sine yellow C 4
Cosine green D 9 o
Servo Drive:
Temp. black E 5 Optional Linear Encoder p. 526 E100, E1001, E1100, B1100 p. 315
Shield outer Shield Case Case
s?tj)ijtciezrt‘t%)schange WWW. Ll n MOt. CO m 75



P01-23x160/260x400

Max. Stroke:  400mm 80 I
Peak Force: 86N |
— 60 : N
Z |
8 / | \
b 40 P e
i d P | S N
" ‘ ~
20
|
0 ‘
Max. Stroke 400
SS Stroke 260
|
= N :
7 |s=480 E :
45 i
-~ |
<> 25 |
-~ > 7P=155
242 | 257* - »| 285
[ > > 355

Standard Winding:
E1100, 72VDC &
E1001, 72VDC

— — — E100, 48VDC

Fast Winding:
E1100, 72VDC &
E1001, 72VDC
E100, 48VDC

Dimensions in mm
*Cable Type

Motor Specification

Connector Type

Extended Stroke ES
Standard Stroke SS

Peak Force E1100/E1001

Peak Force E100

Cont. Force

Cont. Force Fan coolin
Border Force

Force Constant

Max. Current @ 72vbc
Max. Current @ 48vbc
Max. Velocity @ 72vbc
Max. Velocity @ 48vbc

Phase Resist. 25/80 °C Ohm

Phase Inductance
Thermal Resistance
Thermal Time Const.
Stator Diameter
Stator Length

Stator Mass

Slider Diameter
Slider Length

Slider Mass

Position Repeatability
Linearity
Repeatability with EPS
Linearity with EPS

g

Standard Winding
P0O1- 23x160/260x400-R

mm (in) 400
mm (in) 260
N (Ibf) 63
N (Ibf) 42
N (Ibf) 17
N (Ibf) 31
% 56
N/A (Ibf/A) 22.1
A 2.8
A 1.9
m/s (in/s) 3.0
m/s (in/s) 2.0
20.6/24.9

mH 2.7
°KIW 3.9
sec 1900
mm (in) 23
mm (in) 242
g (Ib) 450
mm (in) 12
mm (in) 480
g (Ib) 380
mm (in) +0.05
% +0.25
mm (in) +0.01
mm (in) +0.01

Fast Winding
23x160F/260x400-R

(15.75) 400
(10.24) 260
(14.1) 86
(9.4) 43
(3.7) 17
(7.1) 32
56

(4.96) 14.4
6.0

43

(118) 46
(79) 3.1
9.0/10.9

1.2

3.8

1800

(0.91) 23
(9.53) 242
(0.99) 450
(0.47) 12
(18.90) 480
(0.84) 380
(+0.0020) +0.05
+0.25

(0.0004) +0.01
(0.0004) +0.01

(15.75)
(10.24)
(19.4)
9.7)
(3.7)
(7.1)

(3.24)

(181)
(121)

(0.91)
(9.53)
(0.99)
(0.47)
(18.90)
(0.84)
(0.0020)

(+0.0004)
(+0.0004)

Cable Type

Standard Winding

23x160/260x400-D100
23x160/260x400-R20
400 (15.75)
260 (10.24)

63 (14.1)

42 (9.4)

17 (3.7)

31 (7.1)
56
221
2.8
1.9
3.0
2.0
20.6/24.9
2.7
3.9
1900
23
257
450
12
480
380
+0.05
+0.25
+0.01
+0.01

(4.96)

(118)
(79)

(0.91)
(10.12)
(0.99)
(0.47)
(18.90)
(0.84)
(#0.0020)

(+£0.0004)
(+0.0004)

Fast Winding

23x160F/260x400-R20
400 (15.75)
260 (10.24)
86 (19.4)
43 (9.7)
17 (3.7)
32 (7.1)
56
14.4
6.0
4.3
4.6
3.1
9.0/10.9
1.2
3.8
1800
23
257
450
12
480
380
+0.05
+0.25
+0.01
+0.01

(3.24)

(181)
(121)

(0.91)
(10.12)
(0.99)
(0.47)
(18.90)
(0.84)
(+0.0020)

(0.0004)
(+0.0004)

Position-Time Diagram

\ \
400 — P01-23x160/260x400
Standard Winding
& 300 3.0 kg
£ 2.0 kg
£ 200 1.0 kg
= 0.0 kg
100
0 Moving Slider
0 100 200 300 400
Stroke [mm]
76

Time [ms]

350 I I
P01-23x160F/260x400
300 I~ Fast Winding
250
3.0 kg
200 2.0kg
150 1.0kg
0.0 kg
100
50
0 Moving Slider
0 100 200 300 400
Stroke [mm)]

www.LinMot.com
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Connector Type

242 A-A B-B
A 200.50 21.60
- ¢20.5
‘ $23 +0.15
i 5 (N e
s | 3 12
B o] T 10
9 ™ A\ | n
| } © 8 -
o [{o
- e e e S e e e e — = —— Wle) N
il :
—
Al B
—>| —H
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/260x400-R --> PS01-23x160-R 0150-1234 & PL01-12x480/430 0150-1372
P01-23x160F/260x400-R --> PS01-23x160F-R 0150-1235 & PLO01-12x480/430 0150-1372
Cable Type
B-B Cc-C
$23 +0.15
A 21.50 10
o
. - 0 ©
N~ N
N
Al '
—
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/260x400-D100 --> PS01-23x160-D100 0150-1202 & PLO01-12x480/430 0150-1372
P01-23x160/260x400-R20 --> PS01-23x160-R20 0150-1242 & PLO01-12x480/430 0150-1372
P01-23x160F/260x400-R20 --> PS01-23x160F-R20 0150-1243 & PLO01-12x480/430 0150-1372
Slider
480
10
6.10
e B
N
—
M5 x 15 1.10 M5 x 15
Standard Type Slider Standard PL01-12x480/430 0150-1372
Special Sliders Heavy Duty Slider with WC/C-Coating PL02-12x480/430 0150-1373
Hollow Slider hole diameter 4.2mm PL01-12x480/430-L on request

Connectors

Motor Connector Wiring

...-R20

Cable Length:
P01-23x160... 1.0m
P01-23x160...-R20 0.2m

P01-23
P01-23

Ph 1+ red 1
Ph 1- pink 2
Ph 2+ blue 3
Ph 2- grey 4
+5VDC white A
GND inner Shield B
Sine yellow C
Cosine green D
Temp. black E
Shield outer Shield Case

Edition 16
subject to change

oo how~NN o~ P01-23..

Case

Accessoires

=

Standard Cable p. 508

=™

High Flex Cable p. 508

="

Robotic Cable p. 508

G

Optional Linear Encoder p. 526

Slider ] Seall Floating
Mounting Mounting Flange p. 518 Wiper Bearing
Kit p. 522 p. 524 p. 522

L —

Mounting Flange p. 518

Fan p. 521

www.LinMot.com

Linear H-Guide p. 479

Servo Drive:
E100, E1001, E1100, B1100 p. 315




P01-23x160/360x500

Max. Stroke: 500mm 80 w
Peak Force: 86N |
— 60 1 ™
Z |
8 / | \
= 40 T -
o // P | b < ~N
" | ~
20
\
0 |
Max. Stroke 500
SS Stroke 360
|
= | ;
B [s=580 E 3
45 i
-~ |
<> 25 |
<~ 7ZP=205
242 257* - =1 385
l< e »| 455

Standard Winding:
E1100, 72VDC &
E1001, 72VDC

— — — E100, 48VDC

Fast Winding:
E1100, 72VDC &
E1001, 72VDC
E100, 48VDC

Dimensions in mm
*Cable Type

Motor Specification

Connector Type

Extended Stroke ES
Standard Stroke SS

Peak Force E1100/E1001

Peak Force E100

Cont. Force

Cont. Force Fan coolin
Border Force

Force Constant

Max. Current @ 72vbc
Max. Current @ 48vbc
Max. Velocity @ 72vbc
Max. Velocity @ 48vbc

Phase Resist. 25/80 °C Ohm

Phase Inductance
Thermal Resistance
Thermal Time Const.
Stator Diameter
Stator Length

Stator Mass

Slider Diameter
Slider Length

Slider Mass

Position Repeatability
Linearity
Repeatability with EPS
Linearity with EPS

Standard Winding
P0O1- 23x160/360x500-R

mm (in) 500
mm (in) 360
N (Ibf) 63
N (Ibf) 42
N (Ibf) 17

g N (Ibf) 31
% 56
N/A (Ibf/A) 22.1
A 2.8
A 1.9
m/s (in/s) 3.0
m/s (in/s) 2.0
20.6/24.9

mH 2.7
°KIW 3.9
sec 1900
mm (in) 23
mm (in) 242
g (Ib) 450
mm (in) 12
mm (in) 580
g (Ib) 465
mm (in) +0.05
% +0.20
mm (in) +0.01
mm (in) +0.01

(19.69)
(14.17)
(14.1)
(9.4)
(3.7)
(7.1)

(4.96)

(118)
(79)

(0.91)
(9.53)
(0.99)
(0.47)
(22.83)
(1.03)
(+0.0020)

(+0.0004)
(+0.0004)

Fast Winding
23x160F/360x500-R

500
360
86

43

17

32

56
14.4
6.0
4.3
4.6
3.1
9.0/10.9
12
3.8
1800
23
242
450
12
580
465
+0.05
+0.20
+0.01
+0.01

(19.69)
(14.17)
(19.4)
9.7)
(3.7)
(7.1)

(3.24)

(181)
(121)

(0.91)
(9.53)
(0.99)
(0.47)
(22.83)
(1.03)
(0.0020)

(+0.0004)
(+0.0004)

Cable Type

Standard Winding

23x160/360x500-D100
23x160/360x500-R20
500 (19.69)
360 (14.17)

63 (14.1)

42 (9.4)

17 (3.7)

31 (7.1)
56
221
2.8
1.9
3.0
2.0
20.6/24.9
2.7
3.9
1900
23
257
450
12
580
465
+0.05
+0.20
+0.01
+0.01

(4.96)

(118)
(79)

(0.91)
(10.12)
(0.99)
(0.47)
(22.83)
(1.03)
(#0.0020)

(+£0.0004)
(+0.0004)

Fast Winding

23x160F/360x500-R20
500 (19.69)
360 (14.17)
86 (19.4)
43 (9.7)
17 (3.7)
32 (7.1)
56
14.4
6.0
4.3
4.6
3.1
9.0/10.9
1.2
3.8
1800
23
257
450
12
580
465
+0.05
+0.20
+0.01
+0.01

(3.24)

(181)
(121)

(0.91)
(10.12)
(0.99)
(0.47)
(22.83)
(1.03)
(+0.0020)

(0.0004)
(+0.0004)

Position-Time Diagram

Movi

500 T T
P01-23x160/360x500

400 - Standard Winding |
é 300 —
£
= 200

100

0
0 100 200 300 400
Stroke [mm]
78

500

400 I I
P01-23x160F/360x500
Fast Winding
300
3.0 kg g 3.0 kg
208 g b
0.0 kg [ 0.0 kg
100
ing Slider 0 Moving Slider
0 100 200 300 400 500
Stroke [mm)]
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Connector Type

242 A-A B-B
A 200.50 21.60
- $20.5
‘ $23 +0.15
i 5 (N e
= \ < @12
N
B 0 T 10
9 ™ A\ | n
| } © 8 L
o [{o
- e e e ——— i L0 N
i :
—
Al B
—>| —H
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/360x500-R --> PS01-23x160-R 0150-1234 & PL01-12x580/530 0150-1355
P01-23x160F/360x500-R --> PS01-23x160F-R 0150-1235 & PLO01-12x580/530 0150-1355
Cable Type
B-B Cc-C
$23 +0.15
A 21.50 10
o
. - 0 ©
N~ N
N
Al '
—
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/360x500-D100 --> PS01-23x160-D100 0150-1202 & PL01-12x580/530 0150-1355
P01-23x160/360x500-R20 --> PS01-23x160-R20 0150-1242 & PLO01-12x580/530 0150-1355
P01-23x160F/360x500-R20 --> PS01-23x160F-R20 0150-1243 & PLO01-12x580/530 0150-1355
Slider
580
10
6.10
e B
N
—
M5 x 15 6 1.10 M5 x 15
Standard Type Slider Standard PL01-12x580/530 0150-1355
Special Sliders Heavy Duty Slider with WC/C-Coating PL02-12x580/530 0150-1356
Hollow Slider hole diameter 4.2mm PL01-12x580/530-L 0150-1391
Connectors Accessoires
Motor Connector Wiring BE]
O
S z j I
o4 . Standard Cable p. 508 Floati
8 3 5 i oatini
Cable Length: ) I f/llgiuilrting Mounting Flange p. 518 \?\Ieigle/r Bearing
P01-23x160... 1.0m f}: :': : Kit p. 522 p. 524 p. 522
P01-23x160.-R20 02m S8 § t%_u.:‘Eﬁp:"
High Flex Cable p. 508
Ph 1+ red 1 1 Seall
Ph 1- pink 2 6 Mounting Flange p. 518 Wiper
Ph 2+ blue 3 2 p. 524
Ph 2- grey 4 7 Robotic Cable p. 508
+5VDC white A 3 i i
G.ND inner Shield B 8 Fan p. 521
Sine yellow C 4
Cosine green D 9 o
Servo Drive:
Temp. black E 5 Optional Linear Encoder p. 526 E100, E1001, E1100, B1100 p. 315
Shield outer Shield Case Case
s?tj)ijtciezrt‘t%)schange WWW. Ll n MOt. CO m 79



P01-23x160/540x680

Max. Stroke: 680mm 80 w
Peak Force: 86N |
— 60 1 ™
Z |
8 / | \
= 40 T -
o // P | b < ~N
" | ~
20
\
0 |
Max. Stroke 680
SS Stroke 540
|
= | ;
B [s=760 E 3
45 i
-~ |
<> 25 |
-~ = 7ZP=295
242 257* - =1 565
l< e ~| 635

Standard Winding:
E1100, 72VDC &
E1001, 72VDC

— — — E100, 48VDC

Fast Winding:
E1100, 72VDC &
E1001, 72VDC
E100, 48VDC

Dimensions in mm
*Cable Type

Motor Specification

Extended Stroke ES
Standard Stroke SS

Peak Force E1100/E1001

Peak Force E100

Cont. Force

Cont. Force Fan coolin
Border Force

Force Constant

Max. Current @ 72vbc
Max. Current @ 48vbc
Max. Velocity @ 72vbc
Max. Velocity @ 48vbc

Phase Resist. 25/80 °C Ohm

Phase Inductance
Thermal Resistance
Thermal Time Const.
Stator Diameter
Stator Length

Stator Mass

Slider Diameter
Slider Length

Slider Mass

Position Repeatability
Linearity
Repeatability with EPS
Linearity with EPS

Standard Winding
P0O1- 23x160/540x680-R

Connector Type
Fast Winding

23x160F/540x680-R

mm (in) 680 (26.77) 680
mm (in) 540 (21.26) 540
N (Ibf) 63 (14.1) 86
N (Ibf) 42 (9.4) 43
N (Ibf) 17 (3.7) 17
g N (Ibf) 31 (7.1) 32
% 56 56
N/A (Ibf/A) 22.1 (4.96) 14.4
A 2.8 6.0
A 1.9 43
m/s (in/s) 3.0 (118) 4.6
m/s (in/s) 2.0 (79) 3.1
20.6/24.9 9.0/10.9

mH 2.7 1.2
°KIW 3.9 3.8
sec 1900 1800
mm (in) 23 (0.91) 23
mm (in) 242 (9.53) 242
g (Ib) 450 (0.99) 450
mm (in) 12 (0.47) 12
mm (in) 760 (29.92) 760
g (Ib) 615 (1.36) 615
mm (in) +0.05 (+0.0020) +0.05
% +0.20 +0.20
mm (in) +0.01 (+0.0004) +0.01
mm (in) +0.01 (+0.0004) +0.01

(26.77)
(21.26)
(19.4)
9.7)
(3.7)
(7.1)

(3.24)

(181)
(121)

(0.91)
(9.53)
(0.99)
(0.47)
(29.92)
(1.36)
(0.0020)

(+0.0004)
(+0.0004)

Cable Type

Standard Winding

23x160/540x680-D100
23x160/540x680-R20
680 (26.77)
540 (21.26)

63 (14.1)

42 (9.4)

17 (3.7)

31 (7.1)
56
221
2.8
1.9
3.0
2.0
20.6/24.9
2.7
3.9
1900
23
257
450
12
760
615
+0.05
+0.20
+0.01
+0.01

(4.96)

(118)
(79)

(0.91)
(10.12)
(0.99)
(0.47)
(29.92)
(1.36)
(#0.0020)

(+£0.0004)
(+0.0004)

Fast Winding

23x160F/540x680-R20
680 (26.77)
540 (21.26)
86 (19.4)
43 (9.7)
17 (3.7)
32 (7.1)
56
14.4
6.0
4.3
4.6
3.1
9.0/10.9
1.2
3.8
1800
23
257
450
12
760
615
+0.05
+0.20
+0.01
+0.01

(3.24)

(181)
(121)

(0.91)
(10.12)
(0.99)
(0.47)
(29.92)
(1.36)
(+0.0020)

(0.0004)
(+0.0004)

Position-Time Diagram

600 !
500

400

P01-23x160/540x680
— Standard Winding

300

Time [ms]

200

100

0

0 200

80

400
Stroke [mm]
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3.0kg @

2.0 kg E
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0.0 kg [=
Moving Slider
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Connector Type

242 A-A B-B
A 200.50 21.60
- $20.5
‘ $23 +0.15
i 5 (N e
= \ < @12
N
B 0 T 10
9 ™ A\ | n
| } © 8 L
o [{o
- e e e ——— i L0 N
i :
—
Al B
—>| —H
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/540x680-R --> PS01-23x160-R 0150-1234 & PLO01-12x760/710 0150-1366
P01-23x160F/540x680-R --> PS01-23x160F-R 0150-1235 & PLO01-12x760/710 0150-1366
Cable Type
B-B Cc-C
$23 +0.15
A 21.50 10
o
. - 0 ©
N~ N
N
Al '
—
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/540x680-D100 --> PS01-23x160-D100 0150-1202 & PLO01-12x760/710 0150-1366
P01-23x160/540x680-R20 --> PS01-23x160-R20 0150-1242 & PLO01-12x760/710 0150-1366
P01-23x160F/540x680-R20 --> PS01-23x160F-R20 0150-1243 & PLO01-12x760/710 0150-1366
Slider
760
10
6.10
e B
N
—
M5 x 15 6 1.10 M5 x 15
Standard Type Slider Standard PL01-12x760/710 0150-1366
Special Sliders Heavy Duty Slider with WC/C-Coating PL02-12x760/710 on request
Hollow Slider hole diameter 4.2mm PL01-12x760/710-L 0150-1392
Connectors Accessoires
Motor Connector Wiring BE]
O
S z j I
o4 . Standard Cable p. 508 Floati
8 3 H i I/ oatini
Cable Length: ) I f/llgiuilrting Mounting Flange p. 518 \?\Ieiger Bearing
P01-23x160... 1.0m f}: :': : Kit p. 522 p. 524 p. 522
P01-23x160.-R20 02m S8 § t%_u.:‘Eﬁp:"
High Flex Cable p. 508
Ph 1+ red 1 1 Seall
Ph 1- pink 2 6 Mounting Flange p. 518 Wiper
Ph 2+ blue 3 2 p. 524
Ph 2- grey 4 7 Robotic Cable p. 508
+5VDC white A 3 i i
G.ND inner Shield B 8 Fan p. 521
Sine yellow C 4
Cosine green D 9 o
Servo Drive:
Temp. black E 5 Optional Linear Encoder p. 526 E100, E1001, E1100, B1100 p. 315
Shield outer Shield Case Case
s?tj)ijtciezrt‘t%)schange WWW. Ll n MOt. CO m 81



P01-23x160/630x770

Max. Stroke:  770mm 80 I
Peak Force: 86N |
— 60 : N
Z |
8 / | \
b 40 P e
i d P | S N
" ‘ ~
20
|
0 ‘
Max. Stroke 770
SS Stroke 630
|
= N :
7 |s=850 E :
45 i
-~ |
<> 25 |
-~ > 7P=340
242 | 257* - »| 655
[ > > 725

Standard Winding:
E1100, 72VDC &
E1001, 72VDC

— — — E100, 48VDC

Fast Winding:
E1100, 72VDC &
E1001, 72VDC
E100, 48VDC

Dimensions in mm
*Cable Type

Motor Specification

Connector Type

Extended Stroke ES
Standard Stroke SS

Peak Force E1100/E1001

Peak Force E100

Cont. Force

Cont. Force Fan coolin
Border Force

Force Constant

Max. Current @ 72vbc
Max. Current @ 48vbc
Max. Velocity @ 72vbc
Max. Velocity @ 48vbc

Phase Resist. 25/80 °C Ohm

Phase Inductance
Thermal Resistance
Thermal Time Const.
Stator Diameter
Stator Length

Stator Mass

Slider Diameter
Slider Length

Slider Mass

Position Repeatability
Linearity
Repeatability with EPS
Linearity with EPS

Standard Winding
P0O1- 23x160/630x770-R

mm (in) 770
mm (in) 630
N (Ibf) 63
N (Ibf) 42
N (Ibf) 17

g N (Ibf) 31
% 56
N/A (Ibf/A) 22.1
A 2.8
A 1.9
m/s (in/s) 3.0
m/s (in/s) 2.0
20.6/24.9

mH 2.7
°KIW 3.9
sec 1900
mm (in) 23
mm (in) 242
g (Ib) 450
mm (in) 12
mm (in) 850
g (Ib) 690
mm (in) +0.05
% +0.20
mm (in) +0.01
mm (in) +0.01

(30.31)
(24.80)
(14.1)
(9.4)
(3.7)
(7.1)

(4.96)

(118)
(79)

(0.91)
(9.53)
(0.99)
(0.47)
(33.46)
(1.52)
(+0.0020)

(+0.0004)
(+0.0004)

Fast Winding
23x160F/630x770-R

770
630
86

43

17

32

56
14.4
6.0
4.3
4.6
3.1
9.0/10.9
12
3.8
1800
23
242
450
12
850
690
+0.05
+0.20
+0.01
+0.01

(30.31)
(24.80)
(19.4)
(9.7)
(3.7)
(7.1)

(3.24)

(181)
(121)

(0.91)
(9.53)
(0.99)
(0.47)
(33.46)
(1.52)
(0.0020)

(+0.0004)
(+0.0004)

Cable Type

Standard Winding

23x160/630x770-D100
23x160/630x770-R20
770 (30.31)
630 (24.80)

63 (14.1)

42 (9.4)

17 (3.7)

31 (7.1)
56
221
2.8
1.9
3.0
2.0
20.6/24.9
2.7
3.9
1900
23
257
450
12
850
690
+0.05
+0.20
+0.01
+0.01

(4.96)

(118)
(79)

(0.91)
(10.12)
(0.99)
(0.47)
(33.46)
(1.52)
(#0.0020)

(+£0.0004)
(+0.0004)

Fast Winding

23x160F/630x770-R20
770 (30.31)
630 (24.80)
86 (19.4)
43 (9.7)
17 (3.7)
32 (7.1)
56
14.4
6.0
4.3
4.6
3.1
9.0/10.9
1.2
3.8
1800
23
257
450
12
850
690
+0.05
+0.20
+0.01
+0.01

(3.24)

(181)
(121)

(0.91)
(10.12)
(0.99)
(0.47)
(33.46)
(1.52)
(+0.0020)

(0.0004)
(+0.0004)

Position-Time Diagram

700 !

600
500

| P01-23x160/630x770
Standard Winding

400
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200
100

0

Movi

0 200
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400
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600

600 I ‘
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3.0 kg 7 400 | 3.0 kg
208 o 2ot
0.0 kg = 200 0.0 kg
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Connector Type

242 A-A B-B
A 200.50 21.60
- $20.5
‘ $23 +0.15
i 5 (N e
= \ < @12
N
B 0 T 10
2 —> X | n
| } © 8 L
o [{o
- e e e ——— i L0 N
i :
—
Al B
—>| —H
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/630x770-R --> PS01-23x160-R 0150-1234 & PL01-12x850/800 0150-1365
P01-23x160F/630x770-R --> PS01-23x160F-R 0150-1235 & PL01-12x850/800 0150-1365
Cable Type
B-B Cc-C
$23 +0.15
A 21.50 10
o
. - 0 ©
N~ N
N
Al '
—
Linear Motor Stator Slider
Type Art.No Type Art. No. Type Art No.
P01-23x160/630x770-D100 --> PS01-23x160-D100 0150-1202 & PL01-12x850/800 0150-1365
P01-23x160/630x770-R20 --> PS01-23x160-R20 0150-1242 & PL01-12x850/800 0150-1365
P01-23x160F/630x770-R20 --> PS01-23x160F-R20 0150-1243 & PL01-12x850/800 0150-1365
Slider
850
10
6.10
e B
N
—
M5 x 15 6 1.10 M5 x 15
Standard Type Slider Standard PL01-12x850/800 0150-1365
Special Sliders Heavy Duty Slider with WC/C-Coating PL02-12x850/800 on request
Hollow Slider hole diameter 4.2mm PL01-12x850/800-L on request
Connectors Accessoires
Motor Connector Wiring BE]
O
S z j I
o4 . Standard Cable p. 508 Floati
8 3 5 i oatini
Cable Length: ) I f/llgiuilrting Mounting Flange p. 518 \?\Ieigle/r Bearing
P01-23x160... 1.0m f}: :': : Kit p. 522 p. 524 p. 522
P01-23x160.-R20 02m S8 § t%_u.:‘Eﬁp:"
High Flex Cable p. 508
Ph 1+ red 1 1 Seall
Ph 1- pink 2 6 Mounting Flange p. 518 Wiper
Ph 2+ blue 3 2 p. 524
Ph 2- grey 4 7 Robotic Cable p. 508
+5VDC white A 3 i i
G.ND inner Shield B 8 Fan p. 521
Sine yellow C 4
Cosine green D 9 o
Servo Drive:
Temp. black E 5 Optional Linear Encoder p. 526 E100, E1001, E1100, B1100 p. 315
Shield outer Shield Case Case
s?tj)ijtciezrt‘t%)schange WWW . Ll n MOt. CO m 83



