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Series P01-37Sx60-HP LinMot®

Motor Specification

P01-375x60-HP]...

Maximum Stroke mm (in) 1480 (58.27)
Maximum Force N (Ibf) 128 (28.8)
Maximum Velocity m/s (in/s) 5 (196)
Max. Current A 9.5

Cont. Current A 1.25

Phase Resist. 25 °C Ohm 3.1

Phase Resist. 110 °C ~ Ohm 4.1

Phase Inductance mH 1.6

Thermal Resistance °KIW 2.2

Thermal Time Const. sec 1800

Stator Diameter mm (in) 37 (1.46)/38 (1.50)
Stator Length mm (in) 90 (3.54)
Stator Mass g (Ib) 513 (1.13)
Slider Diameter mm (in) 20 (0.79)
Position Resolution mm (in) 0,01

Position Repeatability mm (in) +0.05 (+0.0020)
Position Resolution ES ~ mm (in) 0,001
Repeatability with EPS ~ mm (in) +0.01 (+0.0004)

Accessories

Standard Cable

=

High Flex Cable

@

Robotic Cable

-

Servo Drive: Optional Linear Encoder
E1100 E1200 B1100-HC
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Series P01-37Sx60-HP LinMot®
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cable outlet
Motor Connector Wiring
Pin4 red Phase 1+
Pin3  pink Phase 1-
Pin2  blue Phase 2+
Pin1 grey Phase 2-
Pin A white +5V
PinB inner Shield Ground
PinC yellow Sensor Sin
PinD green Sensor Cos
Pin E  black Temp sensor
case  outer Shield shield
Ordering Information
ltem Description Part Number
PS01-37Sx60-HP-N Stator HP with N-connector IP50 0150-1295
I www.LinMot.com 243
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Series P01-37Sx60-HP LinMot®

HP sliders are identi-

M8 x 20 / fied by two grooves 18
/|
] i\ g (@
8 M8 x 20 ]
1.20 |
8.80
High Performance Slider Length[mm)] Stroke[mm] Part Number
PL01-20x240/180-HP slider "High Performance" 240 100x120 0150-1505
PL01-20x300/240-HP slider "High Performance” 300 160x180 0150-1506
PL01-20x360/300-HP slider "High Performance" 360 220x240 0150-1507
PL01-20x400/340-HP slider "High Performance” 400 260x280 0150-1508
PL01-20x500/440-HP slider "High Performance" 500 360x380 0150-1509
PL01-20x600/540-HP slider "High Performance” 600 460x480 0150-1510
PL01-20x700/640-HP slider "High Performance" 700 560x580 0150-1511
PL01-20x800/740-HP slider "High Performance" 800 660x680 0150-1512
PL01-20x900/840-HP slider "High Performance" 900 760x780 0150-1513
PL01-20x1000/940-HP slider "High Performance" 1000 860x880 0150-1514
PL01-20x1200/1140-HP slider "High Performance" 1200 1060x1080 0150-1515
PL01-20x1400/1340-HP slider "High Performance" 1400 1260x1280 0150-1516
PL01-20x1600/1540-HP slider "High Performance" 1600 1460x1480 0150-1517

244 www.LinMot.com o s



P01-37Sx60/20x40-HP LinMot®

Max. Stroke: 40mm

150
Max. Force: 128N

2 100 / ——— E1100-HC, 72VDC

o E1100, 72VDC

L

50
20
.@. (<] @. |
Q 160 :E
- 90 > < 20 > ‘1 0, Dimensions in mm
Motor Specification
Stator Standard Winding
- High Performance

Slider High Performance Heavy Duty
Standard Stroke SS mm (in) 20 (0.79)
Extended Stroke ES mm (in) 40 (1.57)
Max. Force N (Ibf) 128 (28.8)
Cont. Force N (Ibf) 16.7 (3.75)
Cont. Force with fan N (Ibf) 30 (6.74)
Max. Velocity m/s (in/s) 5.0
Max. Current A 9.5
Cont. Current A 1.25
Cont. Current with fan A 2.25
Force Constant N/A (Ibf/A) 13.4 (3.01)
Border Force % 67
Linearity % 0.1
Slider Length mm (in) 160 (6.30)
Slider Mass g (Ib) 310 (0.68)

Ordering Information

.©. 0©. .
PS01-37Sx60-HP-N Stator HP with N-connector IP50 0150-1295
B PL01-20x160/100-HP High Performance Slider 0150-2513
PL02-20x160/100-HP High Performance Slider, Heavy Duty on request

Edition 16
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P01-37Sx60/60x80-HP LinMot®

Max. Stroke: 80mm

150
Max. Force: 128N

2 100 / ——— E1100-HC, 72VDC

o E1100, 72VDC

L

50
60
.@. (<] @. |
Q 200 :E
- 90 -l 20 - ‘1 07 Dimensions in mm
Motor Specification
Stator Standard Winding
- High Performance

Slider High Performance Heavy Duty
Standard Stroke SS mm (in) 60 (2.36)
Extended Stroke ES mm (in) 80 (3.15)
Max. Force N (Ibf) 128 (28.8)
Cont. Force N (Ibf) 16.7 (3.75)
Cont. Force with fan N (Ibf) 30 (6.74)
Max. Velocity m/s (in/s) 5.0
Max. Current A 9.5
Cont. Current A 1.25
Cont. Current with fan A 2.25
Force Constant N/A (Ibf/A) 13.4 (3.01)
Border Force % 67
Linearity % 0.1
Slider Length mm (in) 200 (7.87)
Slider Mass g (Ib) 400 (0.88)

Ordering Information

.©. 0©. .
PS01-37Sx60-HP-N Stator HP with N-connector IP50 0150-1295
B PL01-20x200/140-HP High Performance Slider 0150-2512
PL02-20x200/140-HP High Performance Slider, Heavy Duty on request
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P01-37Sx60/100x120-HP LinMot®

Max. Stroke: 120mm

150
Max. Force: 128N

2 100 / ——— E1100-HC, 72VDC

o E1100, 72VDC

L

50
100
- 120 "
.@. (<] @. |
Q 240 :E
- 90 -l 20 - ‘1 07 Dimensions in mm
Motor Specification
Stator Standard Winding
- High Performance

Slider High Performance Heavy Duty
Standard Stroke SS mm (in) 100 (3.94)
Extended Stroke ES mm (in) 120 (4.72)
Max. Force N (Ibf) 128 (28.8)
Cont. Force N (Ibf) 16.7 (3.75)
Cont. Force with fan N (Ibf) 30 (6.74)
Max. Velocity m/s (in/s) 5.0
Max. Current A 9.5
Cont. Current A 1.25
Cont. Current with fan A 2.25
Force Constant N/A (Ibf/A) 13.4 (3.01)
Border Force % 67
Linearity % 0.1
Slider Length mm (in) 240 (9.45)
Slider Mass g (Ib) 530 (1.17)

Ordering Information

.©. 0©. .
PS01-37Sx60-HP-N Stator HP with N-connector IP50 0150-1295
B PL01-20x240/180-HP High Performance Slider 0150-1505
PL02-20x240/180-HP High Performance Slider, Heavy Duty on request
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P01-37Sx60/160x180-HP LinMot®

Max. Stroke: 180mm

150
Max. Force: 128N

2 100 / ——— E1100-HC, 72VDC

o E1100, 72VDC

L

50
160
- 180 "
.@. (<] @. |
Q 300 :E
- 90 -l 20 - ‘1 07 Dimensions in mm
Motor Specification
Stator Standard Winding
- High Performance

Slider High Performance Heavy Duty
Standard Stroke SS mm (in) 160 (6.30)
Extended Stroke ES mm (in) 180 (7.09)
Max. Force N (Ibf) 128 (28.8)
Cont. Force N (Ibf) 16.7 (3.75)
Cont. Force with fan N (Ibf) 30 (6.74)
Max. Velocity m/s (in/s) 5.0
Max. Current A 9.5
Cont. Current A 1.25
Cont. Current with fan A 2.25
Force Constant N/A (Ibf/A) 13.4 (3.01)
Border Force % 67
Linearity % 0.1
Slider Length mm (in) 300 (11.81)
Slider Mass g (Ib) 650 (1.43)

Ordering Information

.©. 0©. .
PS01-37Sx60-HP-N Stator HP with N-connector IP50 0150-1295
B PL01-20x300/240-HP High Performance Slider 0150-1506
PL02-20x300/240-HP High Performance Slider, Heavy Duty on request
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P01-37Sx60/220x240-HP LinMot®

Max. Stroke: 240mm

150
Max. Force: 128N

2 100 / ——— E1100-HC, 72VDC

o E1100, 72VDC

L

50
220
- 240 "
.@. (<] @. |
Q 360 :E
- 90 > < 20 > ‘1 0, Dimensions in mm
Motor Specification
Stator Standard Winding
- High Performance

Slider High Performance Heavy Duty
Standard Stroke SS mm (in) 220 (8.66)
Extended Stroke ES mm (in) 240 (9.45)
Max. Force N (Ibf) 128 (28.8)
Cont. Force N (Ibf) 16.7 (3.75)
Cont. Force with fan N (Ibf) 30 (6.74)
Max. Velocity m/s (in/s) 5.0
Max. Current A 9.5
Cont. Current A 1.25
Cont. Current with fan A 2.25
Force Constant N/A (Ibf/A) 13.4 (3.01)
Border Force % 67
Linearity % 0.1
Slider Length mm (in) 360 (14.17)
Slider Mass g (Ib) 800 (1.76)

Ordering Information

.©. 0©. .
PS01-37Sx60-HP-N Stator HP with N-connector IP50 0150-1295
B PL01-20x360/300-HP High Performance Slider 0150-1507
PL02-20x360/300-HP High Performance Slider, Heavy Duty on request

Edition 16
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P01-37Sx60/260x280-HP LinMot®

Max. Stroke: 280mm

150
Max. Force: 128N

%- 100 / ——— E1100-HC, 72VDC

o E1100, 72VDC

&

50
260
- 280 -
.@. (<] @. |
Q 400 :E
- 90 > < 20 > ‘1 0, Dimensions in mm
Motor Specification
Stator Standard Winding
- High Performance

Slider High Performance Heavy Duty
Standard Stroke SS mm (in) 260 (10.24)
Extended Stroke ES mm (in) 280 (11.02)
Max. Force N (Ibf) 128 (28.8)
Cont. Force N (Ibf) 16.7 (3.75)
Cont. Force with fan N (Ibf) 30 (6.74)
Max. Velocity m/s (in/s) 5.0
Max. Current A 9.5
Cont. Current A 1.25
Cont. Current with fan A 2.25
Force Constant N/A (Ibf/A) 13.4 (3.01)
Border Force % 67
Linearity % 0.1
Slider Length mm (in) 400 (15.75)
Slider Mass g (Ib) 880 (1.94)

Ordering Information

.©. 0©. .
PS01-37Sx60-HP-N Stator HP with N-connector IP50 0150-1295
B PL01-20x400/340-HP High Performance Slider 0150-1508
PL02-20x400/340-HP High Performance Slider, Heavy Duty on request
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P01-37S5x60/360x380-HP LinMot®

Max. Stroke: 380mm

150
Max. Force: 128N

2 100 / ——— E1100-HC, 72VDC

o E1100, 72VDC

L

50
360
- 380 "
.@. (<] @. |
Q 500 :E
- 90 -l 20 - ‘1 07 Dimensions in mm
Motor Specification
Stator Standard Winding
- High Performance

Slider High Performance Heavy Duty
Standard Stroke SS mm (in) 360 (14.17)
Extended Stroke ES mm (in) 380 (14.96)
Max. Force N (Ibf) 128 (28.8)
Cont. Force N (Ibf) 16.7 (3.75)
Cont. Force with fan N (Ibf) 30 (6.74)
Max. Velocity m/s (in/s) 5.0
Max. Current A 9.5
Cont. Current A 1.25
Cont. Current with fan A 2.25
Force Constant N/A (Ibf/A) 13.4 (3.01)
Border Force % 67
Linearity % 0.1
Slider Length mm (in) 500 (19.69)
Slider Mass g (Ib) 1110 (2.45)

Ordering Information

.©. 0©. .
PS01-37Sx60-HP-N Stator HP with N-connector IP50 0150-1295
B PL01-20x500/440-HP High Performance Slider 0150-1509
PL02-20x500/440-HP High Performance Slider, Heavy Duty on request
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P01-37Sx60/460x480-HP LinMot®

Max. Stroke: 480mm

150
Max. Force: 128N

2 100 / ——— E1100-HC, 72VDC

o E1100, 72VDC

L

50
460
- 480 "
.@. (<] @. |
Q 600 :E
- 90 -l 20 - ‘1 07 Dimensions in mm
Motor Specification
Stator Standard Winding
- High Performance

Slider High Performance Heavy Duty
Standard Stroke SS mm (in) 460 (18.11)
Extended Stroke ES mm (in) 480 (18.90)
Max. Force N (Ibf) 128 (28.8)
Cont. Force N (Ibf) 16.7 (3.75)
Cont. Force with fan N (Ibf) 30 (6.74)
Max. Velocity m/s (in/s) 5.0
Max. Current A 9.5
Cont. Current A 1.25
Cont. Current with fan A 2.25
Force Constant N/A (Ibf/A) 13.4 (3.01)
Border Force % 67
Linearity % 0.1
Slider Length mm (in) 600 (23.62)
Slider Mass g (Ib) 1350 (2.98)

Ordering Information

.©. 0©. .
PS01-37Sx60-HP-N Stator HP with N-connector IP50 0150-1295
B PL01-20x600/540-HP High Performance Slider 0150-1510
PL02-20x600/540-HP High Performance Slider, Heavy Duty on request
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P01-37Sx60/560x580-HP

Max. Stroke:
Max. Force:

580mm
128N

LinMot?®

150

100 /

— E1100-HC, 72VDC

Force [N]

E1100, 72VDC

560
580

[
700 :E

90

20 | 10

Dimensions in mm

Motor Specification

Standard Winding
High Performance
High Performance Heavy Duty

Stator
Slider

Standard Stroke SS
Extended Stroke ES
Max. Force

Cont. Force

Cont. Force with fan
Max. Velocity

Max. Current

Cont. Current

Cont. Current with fan
Force Constant
Border Force
Linearity

Slider Length

Slider Mass

mm (in)
mm (in)
N (Ibf)
N (Ibf)
N (Ibf)
m/s (in/s)
A
A
A
N/A (Ibf/A)
%
%
mm (in)
g (Ib)

Ordering Information

Edition 16
subject to change

PS01-37Sx60-HP-N

PLO01-20x700/640-HP
PL02-20x700/640-HP

560
580
128
16.7
30
5.0
9.5
1.25
2.25
134
67
0.1
700
1580

(22.05)
(22.83)
(28.8)
(3.75)
(6.74)

(3.01)

(27.56)
(3.48)

Stator HP with N-connector IP50 0150-1295
High Performance Slider 0150-1511
High Performance Slider, Heavy Duty on request

www.LinMot.com
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P01-37Sx60/660x680-HP LinMot®

Max. Stroke: 680mm

150
Max. Force: 128N

2 100 / ——— E1100-HC, 72VDC

o E1100, 72VDC

L

50
660
- 680 "
.@. (<] @. |
Q 800 :E
- 90 -l 20 - ‘1 07 Dimensions in mm
Motor Specification
Stator Standard Winding
- High Performance

Slider High Performance Heavy Duty
Standard Stroke SS mm (in) 660 (25.98)
Extended Stroke ES mm (in) 680 (26.77)
Max. Force N (Ibf) 128 (28.8)
Cont. Force N (Ibf) 16.7 (3.75)
Cont. Force with fan N (Ibf) 30 (6.74)
Max. Velocity m/s (in/s) 5.0
Max. Current A 9.5
Cont. Current A 1.25
Cont. Current with fan A 2.25
Force Constant N/A (Ibf/A) 13.4 (3.01)
Border Force % 67
Linearity % 0.1
Slider Length mm (in) 800 (31.50)
Slider Mass g (Ib) 1810 (3.99)

Ordering Information

.©. 0©. .
PS01-37Sx60-HP-N Stator HP with N-connector IP50 0150-1295
B PL01-20x800/740-HP High Performance Slider 0150-1512
PL02-20x800/740-HP High Performance Slider, Heavy Duty on request

254 WWW . L l n M Ot . C 0 m si(nj:;g t::echange



P01-37Sx60/760x780-HP LinMot®

Max. Stroke: 780mm

150
Max. Force: 128N

2 100 / ——— E1100-HC, 72VDC

o E1100, 72VDC

L

50
780
- 760 "
.@. (<] @. |
Q 900 :E
- 90 -l 20 - ‘1 07 Dimensions in mm
Motor Specification
Stator Standard Winding
- High Performance

Slider High Performance Heavy Duty
Standard Stroke SS mm (in) 760 (29.92)
Extended Stroke ES mm (in) 780 (30.71)
Max. Force N (Ibf) 128 (28.8)
Cont. Force N (Ibf) 16.7 (3.75)
Cont. Force with fan N (Ibf) 30 (6.74)
Max. Velocity m/s (in/s) 5.0
Max. Current A 9.5
Cont. Current A 1.25
Cont. Current with fan A 2.25
Force Constant N/A (Ibf/A) 13.4 (3.01)
Border Force % 67
Linearity % 0.1
Slider Length mm (in) 900 (35.43)
Slider Mass g (Ib) 2040 (4.50)

Ordering Information

.©. 0©. .
PS01-37Sx60-HP-N Stator HP with N-connector IP50 0150-1295
B PL01-20x900/840-HP High Performance Slider 0150-1513
PL02-20x900/840-HP High Performance Slider, Heavy Duty on request

Edition 16
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P01-37Sx60/860x880-HP LinMot®

Max. Stroke:  880mm 150
Max. Force: 128N
2 100 / ——— E1100-HC, 72VDC
o E1100, 72VDC
L
50
880
- 860 "
.@. (<] @. |
Q 1000 :E
- 90 -l 20 - ‘1 07 Dimensions in mm
Motor Specification
Stator Standard Winding
- High Performance
Slider High Performance Heavy Duty
Standard Stroke SS mm (in) 860 (33.86)
Extended Stroke ES mm (in) 880 (34.65)
Max. Force N (Ibf) 128 (28.8)
Cont. Force N (Ibf) 16.7 (3.75)
Cont. Force with fan N (Ibf) 30 (6.74)
Max. Velocity m/s (in/s) 5.0
Max. Current A 9.5
Cont. Current A 1.25
Cont. Current with fan A 2.25
Force Constant N/A (Ibf/A) 13.4 (3.01)
Border Force % 67
Linearity % 0.1
Slider Length mm (in) 1000 (39.37)
Slider Mass g (Ib) 2270 (5.00)

Ordering Information

.©. 0©. .
PS01-37Sx60-HP-N Stator HP with N-connector IP50 0150-1295
B PL01-20x1000/940-HP High Performance Slider 0150-1514
PL02-20x1000/940-HP High Performance Slider, Heavy Duty on request

256 WWW. Ll n MOt .CO m sii}i{;'t-ltlechange



P01-37Sx60/1060x1080-HP

LinMot?®

— E1100-HC, 72VDC

E1100, 72VDC

1060
1080

Max. Stroke: 1080mm 150
Max. Force: 128N
Z 100 /
8
S
50
.@ .@.
Q 1200 ' :E
. 90 L2010

Dimensions in mm

Motor Specification

Standard Winding
High Performance
High Performance Heavy Duty

Stator
Slider

Standard Stroke SS
Extended Stroke ES
Max. Force

Cont. Force

Cont. Force with fan
Max. Velocity

Max. Current

Cont. Current

Cont. Current with fan
Force Constant
Border Force
Linearity

Slider Length

Slider Mass

mm (in)
mm (in)
N (Ibf)
N (Ibf)
N (Ibf)
m/s (in/s)
A
A
A
N/A (Ibf/A)
%
%
mm (in)
g (Ib)

Ordering Information

Edition 16
subject to change

PS01-37Sx60-HP-N

PLO1-20x1200/1140-HP
PL02-20x1200/1140-HP

1060
1080
128
16.7
30
5.0
9.5
1.25
2.25
134
67
0.1
1200
2740

Stator HP with N-connector IP50

High Performance Slider
High Performance Slider, Heavy Duty

www.LinMot.com

(41.73)
(42.52)
(28.8)
(3.75)
(6.74)

(3.01)

(47.24)
(6.04)

0150-1295

0150-1515
on request
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P01-37Sx60/1260x1280-HP

Max. Stroke:
Max. Force:

1280mm
128N

150

100 /

Force [N]

1260
1280

[
1400 :E

20 | 10

LinMot?®

— E1100-HC, 72VDC

E1100, 72VDC

Dimensions in mm

Motor Specification

Stator
Slider

Standard Stroke SS
Extended Stroke ES
Max. Force

Cont. Force

Cont. Force with fan
Max. Velocity

Max. Current

Cont. Current

Cont. Current with fan
Force Constant
Border Force
Linearity

Slider Length

Slider Mass

mm (in)
mm (in)
N (Ibf)
N (Ibf)
N (Ibf)
m/s (in/s)
A
A
A
N/A (Ibf/A)
%
%
mm (in)
g (Ib)

Ordering Information

258

PS01-37Sx60-HP-N

PLO1-20x1400/1340-HP
PL02-20x1400/1340-HP

Standard Winding
High Performance

High Performance Heavy Duty

1260 (49-61)

1280 (50.39)
128 (28.8)
16.7 (3.75)
30 (6.74)
5.0

95

1.25

2.25

13.4 (3.01)
67

+0.1

1400 (55.12)

3170 (6.99)

Stator HP with N-connector IP50

High Performance Slider

High Performance Slider, Heavy Duty

www.LinMot.com

0150-1295

0150-1516
on request

Edition 16
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P01-37Sx60/1460x1480-HP

— E1100-HC, 72VDC

E1100, 72VDC

1460
1480

Max. Stroke: 1480mm 150
Max. Force: 128N
Z 100 /
8
S
50
.@ .@.
Q 1500 ' :E
. 90 L2010

Dimensions in mm

Motor Specification

Standard Winding
High Performance
High Performance Heavy Duty

Stator
Slider

Standard Stroke SS
Extended Stroke ES
Max. Force

Cont. Force

Cont. Force with fan
Max. Velocity

Max. Current

Cont. Current

Cont. Current with fan
Force Constant
Border Force
Linearity

Slider Length

Slider Mass

mm (in)
mm (in)
N (Ibf)
N (Ibf)
N (Ibf)
m/s (in/s)
A
A
A
N/A (Ibf/A)
%
%
mm (in)
g (Ib)

Ordering Information

Edition 16
subject to change

PS01-37Sx60-HP-N

PL01-20x1600/1540-HP
PL02-20x1600/1540-HP

1460
1480
128
16.7
30
5.0
9.5
1.25
2.25
134
67
0.1
1600
3640

Stator HP with N-connector IP50

High Performance Slider
High Performance Slider, Heavy Duty

www.LinMot.com

(57.48)
(58.27)
(28.8)
(3.75)
(6.74)

(3.01)

(62.99)
(8.02)

0150-1295

0150-1517
on request

259



Motor Cable LinMot®

o . - - <o [ O

N-Connector Motor Connector Wiring

Power Connector

Pin4  red Phase 1+

Pin3 pink Phase 1-

Pin2  blue Phase 2+

Pin1  grey Phase 2-

Signal Connector
Pin A white +5V
Pin B inner Shield Ground
> PinC yellow Sensor Sin
N/ E \‘;}I PinD green Sensor Cos
PinE  black Temp sensor

case  outerShield shield
Ordering Information
High Flex Motor Cable directly to the Drive
ltem Description Part Number
KS05-W/N-2 High Flex cable W/N, 2m 0150-2296
KS05-W/N-4 High Flex cable W/N, 4m 0150-2297
KS05-W/N-6 High Flex cable W/N, 6m 0150-2298
KS05-W/N-8 High Flex cable W/N, 8m 0150-2299
KS05-W/N- High Flex cable W/N. Custom Length 0150-3412
Connectors & Cable
KS05-04/05 High Flex cable per m 0150-1938
KRO5-W/R- Robot cable W/R, per m 0150-3406
MCO1-N/f N/f connector 0150-3407
MCO01-N/f-as N/f connector, assembled 0150-3408

Edition 16
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