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Selection
Notes

(1) Longer strokes may cause the maximum speed to decrease due to resonance of 
the ball screw. Be sure to check the maximum speed of the desired stroke in the 
Actuator Speci�cations table, which can be found below.

(2) Both the horizontal and vertical payloads assume operation at an acceleration  
of 0.3G.

(3) When the acceleration is increased, the payload will be reduced. Please refer to 
"Table of Payload by Acceleration" on P.139 for more details.

(4) Estimated allowable duty varies depending on operating conditions (payload,  
acceleration/deceleration, etc.). Please refer to P. 149 for more information.

Legend: ①  Stroke  ②  Cable Length ③  Option

Actuator Speci�cations

Item Description
Drive system Ball screw ø16mm, rolled C10
Positioning repeatability ±0.01mm
Lost motion 0.1mm or less
Base Material: Aluminum with white alumite treatment
Allowable static moment Ma direction 219N·m, Mb direction 219N·m, Mc direction 414N·m
Allowable dynamic moment (*1) Ma direction 77.0N·m, Mb direction 77.0N·m, Mc direction 146N·m
Ambient operating temp. & humidity 0~40°C, 85% RH or less (Non-condensing)

* Depending on the model, there may be 
some limitations to using the vertical, 
side, and ceiling mount positions.  
Please refer to the Selection Notes on 
P.138 for more information.

 Model 
Speci�cation 
Items

RCS4 SA8R WA 400 T2
Series Type Encoder Type Motor Type Lead Stroke Applicable 

Controllers Cable Length Options

WA:  Battery-less  
Absolute

 400: Servo motor 
400W

48:48mm
30:30mm
20:20mm
10:10mm
 5: 5mm

50:50mm

~

1100:1100mm
(50mm increments)

T2:SCON
      SSEL
      XSEL-P/Q
     XSEL-RA/SA

N :  None
P : 1m
S : 3m
M : 5m
X : Speci�ed Length
R : Robot Cable

Refer to Options  
table below.

Actuator Speci�cations
(Unit: mm/s) Lead and Payload  Stroke and Max Speed

Model Number
Motor 

wattage  
(W)

Lead  
(mm)

Max. payload Rated 
thrust  

(N)
Stroke (mm)

Horizontal (kg) Vertical (kg)

RCS4-SA8R-WA-400-48-①-T2-②-③

400

48 8 - 141

50~1100
(50mm 

increments)

RCS4-SA8R-WA-400-30-①-T2-②-③ 30 30 12 226

RCS4-SA8R-WA-400-20-①-T2-②-③ 20 60 20 339

RCS4-SA8R-WA-400-10-①-T2-②-③ 10 80 35 678

RCS4-SA8R-WA-400-5-①-T2-②-③ 5 90 45 1357

Stroke
Lead

50~600
(50mm increments)

650
(mm)

700
(mm)

750
(mm)

800
(mm)

850
(mm)

900
(mm)

950
(mm)

1000
(mm)

1050
(mm)

1100
(mm)

48 2100 1950 1760 1590 1450 1320 1210 1110

30 1800 1640 1440 1280 1155 1040 940 855 780 715 660

20 1200 1090 960 860 770 695 630 570 520 480 440

10 600 540 480 430 385 345 310 285 260 235 220

5 300 270 240 215 190 175 155 140 130 120 110

 Options

Name Option Code Reference Page
Brake B See P.131
Cable exit direction (Top) CJT See P.131
Cable exit direction (Bottom) CJB See P.131
Cable exit direction (Outside) CJO See P.131
Motor side-mounted to left (standard) ML See P.135
Motor side-mounted to right MR See P.135
Non-motor end speci�cation NM See P.136
Slider roller speci�cation SR See P.137
Slider spacer SS See P.137
Double slider (*1) W See P.137

(*1) Some leads cannot be selected. (Please see P. 150)   (*2) EU option will be available soon. 
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*  Body width 
does not 
include the 
width of the 
side-mounted 
motor.

230V 
AC Servo 

Motor

Motor 
Unit 

Coupled 

Simple 
Dust-
proof

Battery-
less 

Absolute
Side-mounted 

Motor

±10μm
Standard

Body Width  

 90 
* 

mm

 Cable Length

Type Cable Code

Standard
P (1m)
S (3m)
M (5m)

Speci�ed length 
(Standard cable)

X06 (6m) ~ X10 (10m)  
X11 (11m) ~ X15 (15m)
X16 (16m) ~ X20 (20m)

Robot cable

R01 (1m) ~ R03 (3m)
R04 (4m) ~ R05 (5m)
R06 (6m) ~ R10 (10m)
R11 (11m) ~ R15 (15m)
R16 (16m) ~ R20 (20m)

Round cable joint connector
with screw locking (*2) EU See P.131

(*1) Assumes a standard rated life of 5000km. The service life will vary depending on operation
        and installation conditions. Please contact IAI for details of the running life.

If the load moments in Ma/Mb/Mc direction are within the allowable ranges, there is no
overhang load length limit.

• Reference for overhang load length: Ma: 400mm or less, Mb, Mc: 400mm or less

L

L

Ma MaMb Mc Mc

Allowable load moment directions Overhang load lengths



Applicable Controllers
The RCS4 series actuators can be operated by the controllers indicated below. Please select the type depending on your intended use.

Name
External 

view

Max. number of 
connectable 

axes
Input power

Control method Maximum number of  
positioning points

Reference page
Positioner Pulse train Program Network * Option

SCON-CB/CGB 1

Single phase
230VAC

  −
512

(768 for network spec.)

 
 

1 − − 
512

(768 for network spec.)

SSEL-CS 2
Single phase 
115V/230VAC

 −  20000

Single phase 230VAC
Three-phase 230VAC

− − 

Note:
The type of compatible
networks will vary
depending on the
controller. Please refer to
the reference page for
more information.

Please see P.151 

Please see the 
dedicated controller
catalog or manual. 
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5)

ST18.5

3 3

(12)

(1
9.

5)
(3

4.
5)

Must be 
100 or more.

22
45

.5
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V
Work part installed on the slider. 
Pay attention to interference.M.E. *1 S.E. M.E. *1

Actuator cable 
allowable bending radius 50

Home

Cable joint 
connector

18

90

40
60
804-M8 through 

(Bolt screw-in depth: 12)

63 (Reamed hole tolerance ±0.02)

2-ø6H7 reamed, depth 10

L
A

(50)
222 (w/o brake) 
257 (w/ brake)

50
165

75

7.5

40

37

97
M3 depth 6 
(For ground line)

allowable moment calculation

Reference surface 
(B dimensions range)
Base mounting surface

169
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584-M6 depth 12

(2 reamed holes at 50st)

Oblong hole 
(none for 50 
and 100st)P

E-M6 through 
(Bolt screw-in 
depth: 12)

3-ø6 H7 reamed, depth 6.5 
(from base mounting surface)

K (ø6 hole - ø6 hole) 100
D×100P 40

B

50

J (ø6 hole - oblong hole)

(R)

0+0
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Grease port for ball screw/guide 
(same on opposite side)

Port diameter

25

CJT
Top

CJB
Bottom

CJO
Outside

37

32
26.5

(41.5)

32

ø3.5

(4)

(10.5)

(300)

6

Detail view of P
Base oblong hole details

Arrow view V
Grease port

Cable exit direction (Option)
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Dimensions

*1 When the slider is returning to its home position, please be careful of interference from surrounding objects, 
as it will travel until it reaches the M.E. 
M.E: Mechanical end   S.E: Stroke end

Stroke 50 100 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100
L 309 359 409 459 509 559 609 659 709 759 809 859 909 959 1009 1059 1109 1159 1209 1259 1309 1359
A 259 309 359 409 459 509 559 609 659 709 759 809 859 909 959 1009 1059 1109 1159 1209 1259 1309
B 230 280 330 380 430 480 530 580 630 680 730 780 830 880 930 980 1030 1080 1130 1180 1230 1280
D 1 2 2 3 3 4 4 5 5 6 6 7 7 8 8 9 9 10 10 11 11 12
E 4 6 6 8 8 10 10 12 12 14 14 16 16 18 18 20 20 22 22 24 24 26
J 0 0 80 180 180 280 280 380 380 480 480 580 580 680 680 780 780 880 880 980 980 1080
K 0 100 100 200 200 300 300 400 400 500 500 600 600 700 700 800 800 900 900 1000 1000 1100

Mass 
(kg)

W/o brake 5.6 5.9 6.2 6.4 6.7 7.0 7.3 7.6 7.9 8.2 8.5 8.8 9.1 9.4 9.6 9.9 10.2 10.5 10.8 11.1 11.4 11.7 
W/ brake 6.1 6.4 6.7 6.9 7.2 7.5 7.8 8.1 8.4 8.7 9.0 9.3 9.6 9.9 10.1 10.4 10.7 11.0 11.3 11.6 11.9 12.2 

 Dimensions and Mass by Stroke

CAD drawings can be downloaded from our website.

www.robocylinder.de
2D

CAD
2D

CAD
3D

CAD
3D

CAD

SCON-LC/LCG (*)

(*) Coming soon

XSEL-P/Q or
XSEL-RA/SA (*)

6 or 8
(Depending
on the type)

20000 or 55000
(Depending on the type)




